











&30;0-0.?,//449 2 ,9D=:8 &34-0, M@
> A0.:8-80>7B0002,9.0:1, B::/ - @992
2 A0B4B B0.:9/0949.0:12,> &304 .,>?
49 .:952QAU9 10, 1@0>: @5/49?.0584

- @90=>D"08 B43, 7=2027>A0BA2 , D,
,7B928,08@ AOBA2; D,>@0 ?BA,//
90B B,837? ,9D=:8 AD@3:80

G 7>4 -7.61448

G & > 3423 72 B

G$::8 30, 0=50/ F 0114 49.D

G 0584 27>15k09?

G3$0, 24 &= 2:,6 .0584 140=72>07?

G 490?,..0>/::=.:9.0,22,>.: 9% 7>D08

G) 0£3? Z>

G 7.,249..952@%9 M40-:C,9/ 807

G9? 7808%,/49? 0584 - @0=>D08
S AM0>M=59?1780>,9/ , 27 B2 08 -0=-0/

G ,2027>1=9?1780 ABA2 , D,

G9% A0>84;0/ ,>9, 2 72,> # :9M0=49
28.7@0

G H40 £0,=,9/ .:90=.0,59.0>7
..8-@4 D

G ,9-00°70 /40.7D:9 =4 B::/ 17:=92

G 90= @ 0014 499. D= 292
G&30-8 , 70114 9. D= 292
G ' -D " 01449.D

$ # &% &

G

G) ,78: @0/ B0B:>7?

G @A1®D. 49,7 8-4978.39: 72403 08: 0
9B P AL-DI= TOL




Direct Vent Cast Stoves

Model (SDV20 CSDV30 (CSDV40 0XDV30

Shipping Weight (Lbs) 175 200 235 238

Width 207/8" 261/2" 29 12" 24112"

Depth 18 3/4" 21" 2" 17"

Height 23112" 28112" 30172 28 3/8"

Fire Viewing Area (Sq. Inch) 126 230 300 160

Flue Size 4"x6.625" 4"x6.625" 4"x6.625 4"x7"

BTU/hr Input Rate (NG) 12,500-18,000 17,000-28,000 26,000-33,000 28,000-20,000

BTU/hr Input Rate (LP) 15,000-19,000 21,000-28,000 26,000-30,000 28,000-19,000

FE/P4 Ratings (Cdn. Fireplace Efficiency) 51.8% NG / 54.7% LP 53.1% NG / 56.4% LP 57.5% NG/ 59.9% LP 61.3%

Thermal Efficiency (%) 80 80 80 81

Heating Capacity (Sq. ft.) 500 1,200 1,800 1,200
Note: Square foot heating capacities are approximations
only. They will vary depending upon the level of insulation,
climate, house design, ceiling height, ambient outside
temperatures and how the appliance is operated.
Tested to Canadian Standards Association’s CSAP.4.1-02
testing method for measuring fireplace efficiency.

For more information about MHSC and Monessen efficient and environmentally friendly products, please visit www.monessenhearth.com $
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A Brand of Monessen Hearth Systems Co.
149 Cleveland Drive, Paris, Kentucky 40361
www.monessenhearth.com

To avoid personal injury or property damage, the product described by this brochure must be installed, operated and maintained in strict compliance with the instructions packaged with the
product and all applicable building or fire codes. Contact local building or fire officials about restrictions and installation inspection requirements. All photographs and drawings on this
brochure are for illustrative purposes only and are not intended for, nor should they be used as a substitute for the instructions packaged with the unit. Appearance and specifications of the
product are subject to change without notice. © 2010 Monessen Hearth Systems Co.
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